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Hangzhou Shida Machinery Co., Ltd. is a professional factory specialized in designing & manufacturing pipe

machinery. We have our own R&D Dept., which ensures we have ability to provide innovative solutions together

with technology and engineering for our customers in the field of pipe machinery. Our priority is to design, produce

and deliver products and solutions that make your job done easily.
Our company has been engaged in producing pipe machine since 1980, our former company name is Hangzhou

Pipe Threader Co.,Ltd. In order to develop ourselves, company was transformed to Shida Machinery in 2002.

® B Ea— xR E.
Threading completed in one operation
® fITIRESEE, KE AHENEFTSERNBLUERE.
Accurate threading of gas, water, oil, stainless pipe.
e & SEFLHIFRRTATERAFMLE.
Chuck: Impact Chuck and exchangeable Chuck Jaw
® 55 %)
Gear box driving
® By A
Induction motor
® FENGREsEEnt. hEke, ETEZH.
Compact design with cast aluminum body. Easy and fast transport and set-up
b ® EMigit, JTETRESMNI.
j - m Universal applicable, can also work on workbench
EF Wi e s ® KA, FHE.
' POWDER COATING, environmental friendly
® SR, TTETHE, BdkEEE, o RUFEMRF R L{#ETEE.
HEAC R S A

Now we have grown to be one of leading manufacturing companies in China with many customers not only in
domestic China, but also all over the world. Today, we are committed to help our customers to be succeed and build

long-term value in the global market.

Constant oil flow, through the die head, with an integral oil reservoir.

S R | ® HACELA
: ; CE Approved




ik H4E SHIDA MACHINERY FEhE24] ELECTRIC PIPE THREADER

Z1T-R3111/ Z3T-R3III Z1T-R4I11/ Z3T-R4I111
B a3 22 4] B E) 22 4]
ELECTRIC PIPE THREADER ELECTRIC PIPE THREADER

U3 4L B & — Ik Ay, BY MRElE 2 — IR B

Threading completed in one operation Threading completed in one operatidg\
{5 K Z41 Technical Parameters AR Z %1 Technical Parameters
FE &% Main Parameters £:#96 B Paramters Content FEHH Main Parameters £¥155E Paramters Content
0 T S [E Pipe Capacity 1/2"-3" T i L35 [E Pipe Capacity 1/2"-4"
- i P8R &0 $74E Applicable Threader Standard BSPT,NPT i F 2 & #14 Applicable Threader Standard.g BSPT NPT
IhEE Power 750W Ih#E Power 750W
%% Speed 19/27 RPM %k Speed 19/27 RPM
B £ Voltage Z1T-R3H 220V~ or 110 V=~ single phase / Z3T-R3lll 380 V~ Triphase | B £ Voltage Z1T-E41ll 220V~ or 110 V'~ single phase [ Z3T-R4lll 380 WV~ Triphase
Hi#E Frequency 50Hz or 60Hz H1# Frequency 50Hz or 60Hz
Fr 3 Switches FH/ 3 O] S EC B BE ST 2= ON/OFF and safety foot switch optional | FF 3% Switches FH 3, o] 1% EL BN BE 32 ONJOFF and safety foot switch optional
5 5F Die 444/ B Alloy or HSS w5 Die | 444/ miE Alloy or HSS
4% Chuck EahF&, #1300 REAS & T2k Automatic with 3 reversible alloy jaws | % Chuck HahE&., B3P TRENSEFEML Automatic with 3 reversible alloy jaws
B| 7] Cutter seHlE T 5 E Wheel type, self-centering &) 7] Cutter IR T gBaiE Wheel type, self-centering
& 71 Reamer 1/2"-3" §i e 71 B . 38710 % 1/2"-3" cone blade, 3-flute cone optional #1171 Reamer 12"-4" s T1F, 3BE T ok 1/2"-4" cone blade, 3-flute cone optional
iR Oil Pump 15 % %% gerotor oil pump iR Oil Pump | A 5% h3E gerotor oil pump
E/#% & Gross/Net Weight 130/110Kg =% E Gross/Net Weight 150/135Kg
1% R~} Packing Size 950x590x560mm 1 % R ~f Packing Size 1000x630x620mm
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Z1T-R4/Z3T-R4

BB ] 3T 2 7))
ELECTRIC PIPE THREADER

b & E 24 — IR A BY

Threading completed in one operation

4 o Features

BETEMTFOILTLE, BRNESE~UESNEFMSE.
Machine maintains the ruggedness of the industry workhorse while adding the features that makes the threading operation

more productive.

SR HY BB FE SR it o] UR IR & B (8] JT ja e T1E.
Large chip tray and oil reservoir makes machine ideal for longer uninterrupted threading.

TERENERETELEFERES, ERONMBEXATNE-LETAMNSNIT THHEXBREE.

High clearance carriage making the threading operation easier and a generous top cover area that is ideal for keeping tools

and work related materials handy.

Hr A #Z4r Technical Parameters

| + =& 47 Main Parameters

Z#73i B Paramters Content

EiE N T 35 E Pipe Capacity 1/2"-4"

15 SR ErinAE Applicable Threader Standard| BSPT,NPT

IHhE Power 7500V

% Speed 8.5/24 RPM

B [+ Voltage Z1T-R4 220V~ or 110 V~ single phase / Z3T-R4 380 V'~ or 220V~ Triphase
$3E Frequency 50Hz or 60Hz

FF 3 Switches /%, O] S EC B B 5T 2= ON/OFF and safety foot switch optional

i ZF Die =24 5iEEH Alloy or HSS

$|7] Cutter RIS T, Ba)EC Wheel type, self-centering

& 71 Reamer 1/2"-4" e 71 B . 338710 1% 1/2"-4" cone blade, 3-flute cone optional
HZE Oil Pump A% %R gerotor oil pump

E/% & Gross/Net Weight 190/170Kg

% R~ Packing Size 1100x680x660mm

Z3T-R6

SEIE A
ELECTRIC PIPE THREADER

R 4L £ — X A B

Threading completed in one opgifation

& Features

B ThE 44 ELECTRIC PIPE THREADER

BETEMEMILITY., FNEEESMESNGTE.
Machine maintains the ruggedness of the industry workhorse while adding the features that makes the threading operation

rmore productive.

KRBT AL AN bt T RURIE & 1 B (8] T (e BT Y TR
Large chip tray and oil reservoir makes machine ideal for longer uninterrupted threading.
ZEREHSEEFSELTFERES, BTANNBESATNE LTRSS T THHEXARE.

High clearance carriage making the threading operation easier and a generous top cover area that is ideal for keeping tools

and work related materials handy.

WA & ¥ Technical Parameters

FE £ % Main Parameters

#4755 Paramters Content

| HN T35 Pipe Capacity 21/2"-6"
15 1R L4 4 Applicable Threader Standard BSPT,NPT
I Power 1100w
#E Speed 5/17.5 RPM
B % Voltage 380 V~ or 220V~ Triphase
S Frequency 50Hz or 60Hz
: H 3 Switches FH %, o] 15 BE BEIHE 32 ONJ/OFF and safety foot switch optional
4 Die E4 5 =% % Alloy or HSS
#| 7] Cutter Wl T gBEiE Wheel type, self-centering
#l 7] Reamer 21/2"-6" R T) /., S#EsE T oJik 2 1/2"-6" cone blade, S-flute cone optional
% Oil Pump 54 %R gerotor oil pump
FE/%5E Gross/Net Weight 220/200Kg
B4 R~ Packing Size 1100x700x700mm




ik #l4 SHIDA MACHINERY FRBhE 224l ELECTRIC PIPE THREADER

BEXERG R F %
NIPPLE CHUCK KIT DIE HEAD
4 JEXRAH

%
4 Nipple Chuck Kit

ALtE Specifications

7 3L Die Head 75 Code i& 418! Suitable Machine
1/2"2" FFHRF L 1/2"-2" Manual Die Head 20400A R2A
M12-M33 F )R F L M12-M33 Manual Die Head 204008 R2A
1/2"-2" GRSk 1/2"-2" Automatic Die Head 20400 R2C
1/2"2" GFFRIRF L 1/2"-2" Automatic Die Head 30400A R3II,R3II
1/2"2" G F L 1/2"-2" Automatic Die Head 40400A R4l
1/2"-2" GFF MR FL 1/2"-2" Automatic Die Head 50400A R4
21/2"-3" G FRIMF L 21/2"-3" Automatic Die Head 304008 R3I1,R3II
" 21/2"-4" §FHF L 21/2"-4" Automatic Die Head 40400B R4l
A Specificatians 21/2"-4" {FFRIRF 3= 21/2"-4" Automatic Die Head 504008 R4, R6
#5 Code =i Faliae | 56" ([ FF 4R F . 5'-6" Automatic Die Head 60400 RE
80400 e E2.5"-4" Nipple Chuck 2.5"-4"
R Size BSPT NPT |
21/2" 80401 80404 | R DIE
3" 80402 80405 _
4" 80403 80406 W45 Specifications
#5.Zf Die 1/4"-3/8" | 1/2"-3/4" | 1/2"-3/4"(R2A) | 1"-2" |1"-2"(R2A)| 21/2"-3" | 21/2"-4" | 5"-6"
Alloy (&@H) (NPT) 80017 80002 80024 80003 | 80025 80010 80011 80019
HSS (&) (NPT) - 80006 80028 80007 | 80029 80014 80015 | 80021
2 kgt B4 Alloy (&) (BSPT) 80016 80000 80022 80001 | 80023 80008 80009 | 80018
2" Nipple Chuck Kit HSS (5, (BSPT) - 80004 80026 80005 | 80027 80012 80013 | 80020
i 5 Die M12 M14-M16 | M18-M22 | M24-M27 | M30-M33
Alloy (&%) 80030 80031 80032 80033 80034
e i 217J% CUTTER WHEEL
= Code # %5 Part Name
80200 BSPT45 & & £1/2" -2" BSPT Nipple Chuck 1/2" -2" A Specifications
80201 NPTz E1/2"-2" NPT Nipple Chuck 1/2" -2" £/ 713 Cutter wheel | Alloy (5%%¥) | HSS (SiEH)
80202 4% = A48 F Wrench for Nipple Chuck %2 Code 80606 80607
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OPTIONAL ACCESSORIES OF PIPE THREADER

£ %2 Pipe Supporter

i1 A

HYDRAULIC ROLL GROOVER

f A Z %y Technical Parameters

B35 FF 3¢ Foot Switch

Z 38 Threader Stands

L

A

71 2 i Reamer Kit

RESEH

T EIS &MYl HYDRAULIC PIPE BENDER/ROLL GROOVER

HYDRAULIC PIPE BENDER

FRNEESEN

Manual Hydraulic Pipe Bender

¥ K Z4£ Technical Parameters

.
YTy

#12 Model HHW-21 HHW-31 HHW-4]

T 7 E 71 Max.Pressure (T) 13 20 23

g X471 Max.Stroke(mm) 250 290 370
4% Crimp Range (mm) ®21.3-060 ®21.3-088.5 ®21.3-0108

- fE# R Bending Formers(in)

1427 34" 17,1 1/4"1 1272

1727, 304" 171 114" 1 172,27, 2 172°,3"

142" 3047 4" 4 174%1 127,27, 2 1727, 374"

o R R

Electric Hydraulic Pipe Bender

= 7
' T R

A &% Technical Parameters

.-\-H

& [& Tube Wall Thickness(mm) 2.75-4.5 2.75-5 2.75-6
E /% E Gross/Net Weight(Kg) 49/44 103/98 155/150
1% <1 Packing Size(mm) 730x320%x210 940x400x210 1180x460x230

BE LA BE R IS ThEE e i oGS
Model Range Thickness \oltage Freguency Power Speed Accessory
GZ300 | 25"-12" 2-6mm 220/380V~ 50Hz 750w 41RPM £32—F one holder
GZ1350 2"-8" 2-6mm ' 220/380V~ S0Hz TS0W 41RFPM 31— one holder

#= Model HHW-2D HHW-3D HHW-4D
5 A JE J1 Max.Pressure (T) 13 20 23
- K4712 Max.Stroke(mm) | 250 290 370
45 Crimp Range(mm) ®©21.3-060 021.3-088.5 ®©21.3-0108
Z i 5 & Bending Angle | 90° £a<180" 90° £a<=180° 90° £a<180°
52 [E Tube Wall Thickness(mm) 2.75-4.5 2758 2.75-6
FE /4 & Gross/Net Weight(Kg) 74/69 126/121 174/169
& % R~ Packing Size(mm) 960x350x270 1180x460x270 1180x460x320
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RATCHET DIE STOCKS

FEhIRIFEIRI.E LY RATCHET DIE STOCKS / PORTABLE PIPE THREADER

FiRENELA

PORTABLE PIPE THREADER

6B ETFHRAR 1 2BEF R FirtHchE LA,
Ratchet Die Stocks Type 63 Ratchet Die Stocks Type 112 FPortable Pipe Threader
Ratchet Die Stocks TYPE 63
s HL A AR BERT EHE
i T E g ORI T vt Code Specifications Packing Quantity Packing Size Gross/Net Weight
Ratchet Die Stock Set Ratchet Die Stocks Type 62 sSDr0s 12" 34" 1" 1 14" 1 12" 2" 2 2007260"350mm 24/23Kg
SD706 3/8",1/2".3/4" 1" 1 1/4" 1 1/2" 2" 2 500*260*350mm 24/23Kg
SD707 1/4",3/8",1/2",3/4",1",1 1/4",1 1/2",2" 2 500*260*350mm 24/23Kg
Ratchet Die Stock Set
e e ST BERT S Ratchet Die Stocks TYPE 112
=) A : ! = :
Code Specifications Packing Quantity Packing Size | Gross/Net Weight e M LARUE BERY ERE
Code Specifications Packing Quantity Packing Size Gross/Net Weight
Ratchet Die Stock :1/4" 3/8". SD70 1/2",3/14",1" 1 1/4" 4 430%320%270mm 16/15Kg
1/2" 314" 1",1 1/4" 1 set
Pipe Cutter: 10-60mm 1 pc oo
SD700 o s——— 2 470"270*370mm 24/23Kg Portable Pipe Threader
Pipe Wrench 1" 1 pc #E Model SD-30 SD-50 SD-50C
I a2 E :
i 3 A T35 Pipe Capacity | 1/2'-1 1/4" 122" /22"
o] jin T 3R ey
Applicable Threader Standard ERRLINET BRFLNFT BSETNET
Ih#EE Power 1200W 2000w 2000w
Ratchet Die Stocks TYPE 62
¥ 1E Speed 26 RPM 28 RPM 28 RPM
s A FABE B3R E/HT ; : ,
Code Specifications Packing Quantity Packing Size Gross/Net Weight B % Voltage 220V~ or 110 V~ single phase | 220V~ or 110 V~ single phase | 220V~ or 110 V~ single phase
SD701 1/2" 314" 1" 4 400*370°225mm 19/18Kg 417 Frequency 50/60Hz 50/60Hz 50/60Hz
SD702 1/2",3/4" 1" 1 1/4" 4 400*370*225mm 20/19Kg #17] Pipe Cutter - - 1 Set
sSD703 3/8",1/2".3/4" 1" 1 1/4" 4 400*370%225mm 21/20Kg B3 5] Packing Size 54073207280mm(2pcs) 6407170"355mm 640%170*355mm
SD704 1/4" 3/8" 1/2" 3/4" 1" 1 1/4" 4 4007370*225mm 22/21Kg £/% 3 Gross/Net Weight | 24/23Kg (2pcs) 19/18Kg 23/21Kg




