
Check out the market leading 
Powerbor® system on your smart phone

present a superb NEW Mag Drill...

The innovative

PB35 FRV
is here!

The Powerbor® PB35 FRV has excellent
power to weight ratio and forward,
reverse and variable speed brings 
a choice of tapping, cutting and 
drilling capability.

• Increased capacity 
(35mm - HSS / 38mm - TCT)

• Variable Speed

• Forward/Reverse

• Coolant as Standard

• Depth of cut 50mm

• Custom Moulded Carrying Case 
complete with safety strap, 
safety guard and 
Hex keys/Allen keys

• Optional drill chuck and key

www.powerbor.co.uk

User friendly control panel
for forward/reverse and
variable speed

Coolant as standard

JCA-687 HALL PB35 A5 Leaflet  15/02/2013  15:07  Page 1



The innovative

PB35 FRV
is here!

SPECIFICATION:
Capacity with annular cutters Ø 35mm HSS

Ø 38mm TCT
Twist drill capacity Ø 13mm 

or Ø 18mm with reduced shank drill
(13mm chuck and chuck extension - optional extra)

Tapping M16 x 2.0  
(with Powerbor® Weldon Shank taps)

Depth of cut 50mm
FWD/REV Yes
Coolant Standard - through the arbor
Motor Input Power 960W
Variable Speed 200-550 rev/min  no-load speed

150-360 rev/min  load speed
IP Rating IP20
Magnet Input power 60W
Magnetic Adhesion 1000kg
Minimum Plate Thickness 12mm
Stroke 135mm 
Minimum Height 395mm
Maximum Height 530mm
Weight 13.8Kg

present a superb 

NEW
Mag Drill

Tel: +44 (0) 114 244 0562  •  Email: info@gjhall.co.uk

www.powerbor.co.uk
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